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Reversed shoulder prostheses are increasingly being used for the treatment of 
glenohumeral arthropathy associated with a deficient rotator cuff. These non-anatomical 
implants attempt to balance the joint forces by means of a semi-constrained articular 
surface and a medialised centre of rotation. A finite element model was used to compare a 
reversed prosthesis with an anatomical implant. Active abduction was simulated from 0° to 
150° of elevation. With the anatomical prosthesis, the joint force almost reached the 
equivalence of body weight. The joint force was half this for the reversed prosthesis. The 
direction of force was much more vertically aligned for the reverse prosthesis, in the first 90° 
of abduction. With the reversed prosthesis, abduction was possible without rotator cuff 
muscles and required 20% less deltoid force to achieve it. 
This force analysis confirms the potential mechanical advantage of reversed prostheses 
when rotator cuff muscles are deficient.
In recent years the reversed shoulder prosthesis
has been increasingly used in patients with
glenohumeral arthropathy and partial or
severe deficiency of the rotator cuff muscles.1-3
Despite the complications associated with this
type of implant, it is reported as producing
pain relief and greater mobility.4-13 The reverse
prosthesis has two main features: it is semi-
constrained, and the rotational centre of the
joint is medialised.14 The constraint makes the
joint more stable by balancing the deficiency of
the rotator cuff muscles. The medialisation of
the rotational centre increases the moment arm
of the deltoid, which decreases the muscle
force required to yield a given torque. This par-
ticular feature of the reverse prosthesis also
compensates for the missing force of the defi-
cient rotator cuff muscles. One problem is that
the medialisation of the humerus may reduce
the mobility of the arm because of impinge-
ment between the humeral component and the
glenoid and between the greater tuberosity and
the acromion.9,15 In addition to these kine-
matic limitations, failure of the humeral com-
ponent has also been hypothesised because of
the significant change to the muscle moment
arms and the centre of rotation.14,16 Most bio-
mechanical studies of the reversed implant do
not reproduce the clinical environment appro-
priate for this type of implant.17-19 The aim of
this study was to undertake a quantitative
comparison between a reversed and an ana-
tomical prosthesis. This comparison was based
on the reaction force within the glenohumeral
joint, the force within the deltoid and the
moment arm of the deltoid during active
abduction.
Materials and Methods
The reversed Aequalis (Tornier, Montbonnot,
France) and the anatomical Aequalis prosthe-
ses (Tornier) were used for this comparative
study. Both designs have been tested by the
same finite element model of the shoulder.20 As
this numerical model is already described in a
previous paper,20 only the main outlines are
given here. The geometry of the scapula and
humerus of a normal cadaver shoulder were
reconstructed from CT scans. The following
muscles were included: middle deltoid, ante-
rior deltoid, posterior deltoid, supraspinatus,
subscapularis, and infraspinatus combined
with teres minor. The zones of attachment of
these muscles have been precisely localised.21
Active abduction was performed in the
scapular plane by a synchronised contraction
of each muscle. Abduction was achieved by a
controlled shortening of the middle deltoid,
completed by a custom-made synchronising
algorithm. During abduction, the algorithm
measured the force induced in the middle del-
toid and then assigned a fraction of this force
to the other muscles according to predefined
ratios.20 As initially proposed by Poppen and
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Walker,22 each ratio was assumed to be proportional to the
physiological cross-sectional area and electromyographic
activity of the corresponding muscle.22-24 Average and con-
stant values were estimated from the literature and normal-
ised to the middle deltoid (Table I).25-28 Muscles were
composed of a passive deformable part that could wrap
around the humerus, and an active part that contained the
contraction force. The passive wrapping part was repre-
sented by a ribbon-like structure around the humeral head
and by a simple cable around the humeral diaphysis. The
natural stabilisation of the joint was achieved by the con-
tact force of the wrapping muscles on the humeral head and
by the glenohumeral contact force. This method automati-
cally provided the joint and muscular forces that counter-
balance the weight of the arm. This algorithm was strictly
validated by comparing the numerical solution to a known
algebraic solution of a simplified two-dimensional model,
which proved that the numerical model could solve the bio-
mechanical system accurately.29
In the initial position, the scapula was orientated such
that the scapular plane was parallel to the vertical axis and
the glenoid centre line was horizontal, the diaphyseal axis
of the humerus was vertical, and the articular surfaces were
naturally facing. The weight of the arm was 37.5 N,
approximating to 5% of the body mass of a 75 kg person.
It was applied at the approximate centre of gravity of the
extended arm, which was 320 mm from the centre of the
humeral head on the axis of the humeral diaphysis.22 In
order to align the weight of the arm correctly relative to the
muscle forces the scapula was progressively rotated accord-
ing to a scapulohumeral rhythm of 2:1.30 Thus, when the
arm was horizontal, in 90° of abduction, the scapula had
rotated by 30° and the glenohumeral angle was 60°. From
0° to 150° of abduction there was therefore a continuous
rotation of the scapula from 0° to 50°, and a continuous
increase of the glenohumeral angle from 0° to 100°.
All components were inserted into the shoulder model
according to the recommended technique (Fig. 1). For the
reversed implant, the glenoid resection plane was perpen-
dicular to the natural glenoid centre line, with minimal
removal of subchondral bone. The base plate and the gleno-
sphere were placed in the most inferior position to limit
inferior impingement. The axis of the component was par-
allel to the glenoid centre line. The humeral component was
also placed to preserve maximum bone support, con-
strained by the fitting of the stem in the medullary canal.
The diameter of the glenosphere and humeral component
was 36 mm. For the anatomical prosthesis, the glenoid
component axis was set coincidentally with the natural gle-
noid centre line. A spherical bone resection was performed
with limited subchondral bone removal, and the orienta-
tion of the glenoid component was adjusted for best sup-
port on the cortical wall. The humeral component was
placed to replicate the natural articular surface as closely as
possible. The radius of the glenoid and humeral compon-
ents were 30 mm and 24 mm, respectively. With the
reversed prosthesis, two extreme clinical cases were repro-
duced: firstly, a complete deficiency of the rotator cuff
muscles, and secondly a deficiency of the supraspinatus
only, preserving the subscapularis, infraspinatus and teres
minor.
For both prostheses, the amplitude, direction and appli-
cation point of the glenohumeral forces were calculated
continuously, from 0° to 150° of abduction in the scapular
plane. The amplitude and moment arms of the muscles
were also calculated and compared. All simulations were
performed with Abaqus 6.5 (Abaqus Inc., Providence,
Rhode Island), in which the synchronising muscle algo-
rithm was implemented. The stabilising contact of the
wrapping muscles and the glenohumeral surfaces were
solved using standard methods provided by Abaqus.31 The
moment arms of the muscles were calculated with the usual
tendon excursion technique.32
Results
The moment arm of each deltoid part was increased by the
reversed design, particularly at the beginning of abduction
(Fig. 2). In this position, the moment arm of the anterior
and posterior deltoid was approximately 20 mm higher, but
this effect decreased with greater abduction. Conversely, in
the middle deltoid, the lever arm increase appeared gradu-
ally up to 110° of abduction and decreased thereafter. It
was also approximately 20 mm higher at 90° of abduction.
At 150° of abduction the moment arms of the two implants
were almost similar.
During the entire range of abduction, the joint force
amplitude was reduced by 50% when the reversed prosthe-
sis was used without any rotator cuff muscles, and by 30%
when the supraspinatus only was deficient (Fig. 3). For
both prostheses it increased continuously up to approxi-
mately 90° of abduction (arm horizontal) and decreased
thereafter. For the anatomical design the maximal force
(648 N) was 86% of the body mass. For the reversed pros-
thesis, the maximal force (313 N) was only 42% of the
body weight when all rotator cuff muscles were missing and
Table I. The force amplitude of each muscle is normalised to the
middle deltoid, which has a unit value by definition. Each muscle
force is thus characterised by a muscle ratio, which is assumed to
be proportional to its physiological cross-sectional area (PCSA)
and electromyography (EMG). During abduction in the scapular
plane, the EMG of the six abductor muscles are nearly propor-
tional,25 producing constant ratios
PCSA EMG Ratio
Middle deltoid 1.0 1.0 1.0
Anterior deltoid 1.0 0.8 0.8
Posterior deltoid 1.0 0.2 0.2
Supraspinatus 0.5 1.0 0.5
Subscapularis 1.5 0.3 0.5
Infraspinatus 1.5 0.3 0.5
Reproduced with permission from Elsevier.20
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62% (465 N) without the supraspinatus. The direction of
this force was also very different in each case (Fig. 4). For
the anatomical design the contact point was initially
located in the inferior border of the glenoid (rest position),
but moved rapidly to the superior part during the first
phase of abduction. From 30° of abduction, it then moved
continuously downward but remained centred. On the
humeral side, the corresponding contact force moved con-
tinuously from the inferior to the superior part. For the
reversed design, when all rotator cuff muscles were missing
the contact point was on the superior part of the gleno-
sphere in the rest position, but as abduction was initiated it
moved immediately to its lower part. It then moved contin-
uously from the inferior part of the centre of the gleno-
sphere (Fig. 4). On the humeral cup, the contact point
remained in approximately the same location, except at the
initial resting position, where it was in the superior part.
When the supraspinatus only was missing, the contact
points on both surfaces were slightly more centred (Fig. 4).
In all cases, the direction and location of the contact force
were approximately contained within the scapular plane.
The force within the middle deltoid followed the same
trend as the joint force, for both designs (Fig. 3). The max-
imum middle deltoid force was nearly 200 N for the ana-
tomical design, and 160 N for the reversed case without
any rotator cuff muscle.
According to the muscle ratios (Table I) and when the
rotator cuff muscles were missing with the reversed pros-
thesis, the total maximal muscular force was 700 N for the
anatomical prosthesis and only 320 N for the reversed
prosthesis. The total muscle force required was thus
reduced by a factor of 2 when the reversed prosthesis was
used without rotator cuff muscles. When the comparison is
restricted to the deltoid, this decrease was only 20%. This
means that 80% of the deltoid was required to perform ele-
vation with the reversed prosthesis when all rotator cuff
muscles are deficient, compared with the anatomical pros-
thesis. When the supraspinatus only was missing, 88% of
the deltoid is required.
Discussion
This study demonstrates that the medialisation of the centre
of rotation induced by the reversed prosthesis increases the
moment arms of the deltoid, thereby reducing the muscle
force required for abduction. With a complete rotator cuff
deficiency the predicted joint force was reduced by half, but
the deltoid force was reduced by only 20%. When the
supraspinatus only was deficient, the joint and deltoid
forces were less reduced, but the contact force was more
centred. In addition, the model shows that the direction and
application point of the joint contact force were completely
different for each design.
The shoulder model used has previously been validated
against an algebraic solution and several in vitro and in
vivo studies.20 In this paper, the analysis was limited to
abduction in the scapular plane. This movement was cho-
sen because of its major importance in activities of daily
living, but also because of its relative simplicity. Arm eleva-
tion in this plane preserves the quasi-symmetry of the
abductor muscles about that plane. This was used as an
Fig. 1
Diagrams showing the location of the strip-like parts of the muscles in dark grey and the active cable-like parts in black. The reversed prosthesis
(right) is shown without any rotator cuff muscle.
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argument to assume constant muscle ratios, which are
roughly consistent with electromyographic measure-
ments.25 In addition, the main advantage of the reversed
design, which is the moment arm increase, is mostly effec-
tive for arm elevation, rather than for any other movement.
The study was deliberately limited to a strict comparison of
a reversed and an anatomical design in the same conditions.
All features of the model were therefore kept identical, with
the exception of the rotator cuff muscles, which were either
completely or partially deactivated for the reversed
implant. The muscle deactivation is of course a rough sim-
plification of the progressive degenerative disease of the
rotator cuff tendons, but as this study was limited to the
consequences rather than the cause of this phenomenon,
only extreme cases were considered. Because the analysis
was limited to the glenohumeral joint, only scapulohumeral
muscles were included in the model. Because the ligaments
are known to have a slight stabilising effect for the range of
movement under consideration, compared with the mus-
cles, they were not included in the model. The long head of
biceps was not considered here either, as it is usually
already missing because of the initial pathology, and if not,
it is tenotomised or a tenodesis is undertaken during shoul-
der arthroplasty. It is difficult to separate the effect of the
reversed design from the muscle deficiency, as both param-
eters were changed in this study. We decided to assess con-
crete and realistic clinical cases, rather than performing a
parameters analysis of a non-existent problem, such as a
Anatomical prosthesis Reversed prosthesis
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Fig. 2
Graphs showing the moment arms of the middle (MD), anterior (AD) and posterior deltoid (PD), during abduction in the scapular plane, for the
anatomical and the reversed prosthesis.
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Fig. 3
Graphs showing the forces within the glenohumeral joint (GH), the middle (MD), anterior (AD) and posterior deltoid (PD) during abduction in the
scapular plane, for the anatomical prosthesis (left), the reversed prosthesis without any rotator cuff muscle (centre), and the reversed prosthesis with-
out supraspinatus only (right).
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reversed prosthesis with a rotator cuff, or an anatomical
prosthesis without a rotator cuff. When the arm is horizon-
tal, the arm weight moment of force is maximal, and is two-
thirds balanced by the deltoid and one-third balanced by
the rotator cuff muscles, according to the muscle force
ratios and moment arms (Table I and Fig. 2). A complete
removal of the rotator cuff muscles would increase the del-
toid force by 50%. On the other hand, the rotation centre
medialisation of the reversed prosthesis very approximately
doubles the deltoid moment arms, and would thus reduce
by half the force required to balance the weight of the arm.
For the anatomical prosthesis, the amplitude and direc-
tion of the joint force were consistent with most bio-
mechanical models of a healthy shoulder. The joint force
was maximal when the arm was approximately horizontal
and this has been reported previously.22,33,34 The maximum
joint force was nearly equal to the body weight and this has
been shown in vivo with an instrumented shoulder
implant.35 The displacement of the contact point on the gle-
noid surface, related to the well-known rocking-horse
effect, was also consistent with other models.22,33 On the
humeral side, the location of the contact point also con-
firmed the results of a cadaver study.36
In spite of their increasing clinical use, quantitative bio-
mechanical analyses of reversed shoulder prostheses are
still rare. Another numerical model of the shoulder also
reported that abduction is possible without rotator cuff
muscles.37 An increase of the maximum moment arm of the
deltoid was also predicted (from 35 mm to 52 mm),
inducing a reduction of the total muscle by a factor of 5.
The increase of the moment arm is consistent with our
results, but the comparison of the total muscle force is not
possible as that model also included the scapulothoracic
muscles. In another comparative study, a shoulder model
was used to calculate the moment arm of the deltoid during
abduction in the scapular plane.38 The moment arms were
then used to estimate the maximum muscle performance.
Although this model is only geometrical and does not solve
the equations associated with equilibrium, it also reports
that reversed implants increase the moment arm and the
performance of the deltoid.
Although a direct comparison with clinical results is dif-
ficult, the model’s predictions were consistent with clinical
experience. The mechanism of the reversed prosthesis was
clearly reproduced and quantified here, confirming the eff-
icancy of this design to balance the missing stabilising and
motor function of the rotator cuff muscles. The model also
confirms the crucial role of the deltoid for correct function
of this implant, and even predicts that activity of this mus-
cle is reduced by 20%.
The current model also provides several valuable predic-
tions. First, the deltoid moment arms indicate that the
increase in deltoid efficiency is effective mainly at the start
of abduction, which means that the reversed prosthesis in
particular improves the initiation of the movement. The
moment arm also stresses the importance of the anterior
deltoid, which can be damaged during surgery, particularly
revision surgery. Concerning the joint force, the predicted
reduction associated with more congruent articular sur-
faces should also significantly reduce the pressure on, and
hence the wear of, the polyethylene component. This poten-
tial advantage could, however, be overwhelmed by the
impingement between the humeral polyethylene compo-
nent and the glenoid neck, which is still a major source of
wear.6 It has been assumed that the rocking-horse effect,
which is neutralised at the glenoid site, might be transferred
to the humeral component, weakening its fixation.16 As no
rocking-horse effect was observed on the humeral compo-
nent, its higher rate of failure may be associated with non-
biomechanical factors, such as a poor bone support or oste-
olysis.
In conclusion, this force analysis elucidates the ability of
the reversed implant to allow abduction without rotator
cuff muscles. The quantified gain in the moment arms was
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Fig. 4b
Diagrams showing the direction of the glenohumeral joint force, on the glenoid and humeral side, every 30° of abduction in the scapular plane, for a)
the anatomical prosthesis, b) the reversed prosthesis without any rotator cuff muscle, and c) the reversed prosthesis without supraspinatus only.
Fig. 4a Fig. 4c
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particularly efficient for the initiation of abduction. The
specificity of the joint force in reversed prostheses confirms
that this specific loading should be considered in future
stress analyses, which is the next step to better estimate the
long-term survival rate of these prostheses.
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